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AUTOSAR Time Sync 

BFD 

BGP 

BGP EVPN 

BGP SR 

CUSP 

DHCPv4 

DHCPv6 

eCPRI 

IEEE 1588v2 

IEEE 8021AS 

IGMP 

ISIS 

ISIS SR 

L2TP 

LACP 

LDP 

MLD 

OSPFv2 

OSPFv2 SR 

OSPFv3 

OSPFv3 SR 

PCEP 

PIM 

PPP 

RoE 

RSVP 
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AUTOSAR Time Synch 

AUTOSAR Time Sync Down 

AUTOSAR Time Sync Error 

AUTOSAR Time Sync Up 

Command: AUTOSAR Time Sync Delete 

Command: AUTOSAR Time Sync Start 

Command: AUTOSAR Time Sync Stop 

BFD 

Authentication Failure 

Connection Error 

Finite State Machine Error 

Invalid Control Plane Bit 

Invalid Multipoint 

BGP 

Connection Error 

Finite State Machine Error 

Hold Timer Expired 

Message Header Error 

OPEN Message Error 

ROUTE-REFRESH Message Capability Error 

Unknown Error 

UPDATE Message Error 

BGP EVPN 

UPDATE Message Error 

BGP SR 

UPDATE Message Error 

CUSP 

Connection Error 

Message Header Error 

Unsupported TLV Error 
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DHCPv4 

Response Error 

Message Error 

DHCPv6 

Message Error 

Message Header Error 

eCPRI 

Delay Measurement Message Error 

Remote Memory Access Message Error 

Remote Reset Message Error 

IEEE 1588v2 

BMCA Error  

Message Header Error 

Sequence ID Error 

State Machine Error 

Time Sync Error 

Unexpected Message Type 

IEEE 8021AS 

Command: IEEE8021AS Delete 

Command: IEEE8021AS Start 

Command: IEEE8021AS StartQBVStream 

Command: IEEE8021AS Stop 

IEEE8021AS Down 

IEEE8021AS Error 

IEEE8021AS Master 

IEEE8021AS Slave 

IGMP 

Duplicate Join 

Join Group Error 

Message Header Error 

Multicast Address Error 
  



Spirent Communications   

Spirent TestCenter IQ  

SUPPORTED EVENTS  

 

 

October 15, 2020  Page 4 of 8 

ISIS 

Authentication Failure 

Bad Option Format 

Circuit ID Mismatch 

Circuit Level Mismatch 

Circuit Type Mismatch 

Finite State Machine Error 

Invalid Area Option 

Invalid Checksum 

Invalid Header Length 

Invalid Hello Restart TLV 

Invalid Instance ID TLV 

Invalid LSP Length 

Invalid Option Length 

Invalid Version 

Loopback Hello Packet 

MAC Address Missing 

MT ID Mismatch 

Neighbor ID Mismatch 

Options Mismatch 

Packet Type Mismatch 

Source ID Mismatch 

Unknown Circuit Type 

Unknown PDU Type 

Unsupported NLPID 

ISIS SR 

Invalid Sub-TLV Length 

Invalid TLV Length 

Unsupported Sub-Sub-TLV for Sub-TLV 

Unsupported Sub-TLV for TLV 

L2TP 

L2TP Message Error 

L2TP Tunnel Setup Error 
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LACP 

Invalid PDU Length 

Invalid TLV Length 

Message Error 

LDP 

Messages 

Bad LDP Identifier 

Bad Message Length 

Bad PDU Length 

Bad Protocol Version 

Bad TLV Length 

Malformed TLV Value 

Session Rejected 

Shutdown 

Warning Events 

Bad TLV Length 

Malformed TLV Value 

Missing Message Parameter 

Unknown TLV 

Unsupported Address Family 

MLD 

Duplicate Join 

Join Group Error 

Message Header Error 

Multicast Address Error 

OSPFv2 

Authentication Failure 

Bad LS Request 

Bad Message Length 

DD Sequence Mismatch 

Initialize Flag Mismatch 

Invalid Area ID 

Invalid Checksum 
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Invalid Hello Interval 

Invalid LS Type 

Invalid Mask 

Invalid Router Dead Interval 

Invalid version 

Master Flag Mismatch 

MTU Mismatch 

Option Mismatch 

Packet Route Error 

R Bit Error 

OSPFv2 SR 

Invalid TLV Length 

Invalid Sub-TLV Length 

Unsupported Sub-TLV 

OSPFv3 

Bad LS Request 

Bad Message Length 

Checksum Error 

DD Sequence Mismatch 

Initialize Flag Mismatch 

Invalid Area ID 

Invalid Destination 

Invalid Hello Interval 

Invalid LS Type 

Invalid Router Dead Interval 

Invalid Version  

Master Flag Mismatch 

MTU Mismatch 

Option Mismatch 

Packet Route Error 

OSPFv3 SR 

Invalid LSA Length 

Invalid Sub-TLV Length 
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Invalid TLV Length 

Unsupported Sub-TLV 

Unsupported TLV 

PCEP 

Invalid Operation 

LSP State Synchronization Error 

Missing Mandatory Object 

Association Error 

Bad Parameter Value 

Duplicate PCEP session 

Invalid Traffic Engineering Path Setup Type 

Missing Synchronized Path Computation Request 

PCEP Session Establishment Failure 

Policy Violation 

Unknown Object 

Unknown Request Reference 

PIM 

Incorrect Message Checksum 

Unknown Message Type 

Unsupported Address Family 

Unsupported Option 

PPP 

Authentication Error 

Connection Error 

LCP Message Error 

LCP Timer Expired 

PPPoE Timer Expired 

PPPoS Message Header Error 

RoE 

Bad Packet Sequence Number 

Message Header Length Error 

Unsupported Field Error 
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RSVP 

Admission Control Failure 

Conflicting Reservation Style 

Connection Error 

Path State Error 

Resv State Error 

RSVP System Error 

Sender Information Error 

State Machine Error 

Traffic Control Error 

Unknown Object C-Type 

Unknown Reservation Style 


